Removal / Assembly of the Double Glass Heat Barrier and Inner Glass

The two procedures in this section explain how to remove and reassemble the double glass heat barrier. Choose the procedure that is relevant to the type of unit you are working with.

Removing/Assembling Double Glass Heat Barrier and Inner Glass (Type 1)
The procedure below shows how to remove the glass for units with a double glass heat barrier. To re-install the glass, perform the steps in the opposite order.

Figure 1: Double Glass: Parts
To remove double glass:

1. Using your index finger, pull the side trim from the top.

2. Using your index finger, pull the front trim from the end.
3. Release the tempered glass brackets:
   Loosen – do not remove – the upper bracket screws.

Remove the upper bracket.

Loosen the lower bracket screws. **Do not remove the lower bracket.**

4. Remove the tempered glass:
   Attach the suction cup to the center of the glass, as shown.
Pull up on the suction cup to lift the glass, tilting it slightly towards you, until you reach the top. Be careful to avoid hitting the edge of the glass on the screws.

Pull the suction cup until the bottom of the glass clears the frame.

Pull the suction cup to take the glass out.
NOTE: Repeat this process to remove the side glass.

5. Pull the front and side blower grills until they release from the magnets.
6. If glass stoppers are installed, loosen their screws, as shown below.

7. Remove the inner (ceramic) glass in the same manner as the tempered glass.